Té&ﬁ[@&&%@%@(% EFDR Series (1812) EMI Filter

EFDR Series (EIA 1812) Multi-Function EMI Filter

e Voltage rating: 100V

o Indifferential configuration® this component will
behave as a:

o Common Mode Choke/Filter
o EMI suppression filter

o Differential noise filter

o DC-DC switch noise filter

¢ Insingle ended configuration? this component will
behave as a:

o Power bypass filter

DC rail EMI/EMC filter

Decoupling filter

Jitter suppression filter

Transient suppression filter
o Noise suppression filter

e  RoHS compliant

o O O O

General Specifications3

Differential Configuration Single Ended Configuration
5 20dB 20dB
Part Number S % | Attenuation 30dB Attenuation | Attenuation Attenuation 30dB Attenuation Attenuation
Z= Frequency Frequency (MHz) (Maximum) Frequency Frequency (MHz) (Maximum)
(MHz) (MHz)
v From To From To MHz dB From To From To MHz dB
EFDR101WD1D11GV001E | 100 | 0.19 1000 0.5 320 10 63.5 0.1 9000 0.25 1550 15 71.0

Maximum Ratings

Operating Temperature (°C) -55 to +125

Recommended Storage Conditions post-installation (°C) -40 to +85
45% - 75% RH

Recommended Storage Conditions and Period for Unused T&R Product +51t0 +35 °C

18 Months Max.

1 Go to page 3 for Differential Configuration layout details and page 5 for electrical performance.
2 Go to page 3 for Single Ended Configuration layout details and page 5 for electrical performance.
3 Attenuation values are conservatively simulated. Typical measured values (available s-parameters upon request) are measured at 25°C.
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Terminal Configuration

Differential Config. Single Ended Config.
Pin Number
Option A* Option B’ Option A$
1 GND Internal GND Input / Output
Internal GND /
2 Input/ Output+ External GND Rtn GND @ @
3 GND Internal GND Input / Output
External Pwr /
4 Input / Output- Internal Pwr GND
Mechanical Dimensions
Inches Millimeters Top / Bottom view
L 0174 0.010 442 + 025 CB EB
W 0125 0.010 318 = 025 - i
T | 0.090 Max. 2.29 Max. 4
EB | 0.022 0.012 056 = 0.3 W
CB | 0045 <+ 0.005 114 £+ 013
i A
L
Side view
A
i A
PCB Footprint
In mm g
X 0.125 3.18 -
Y 0.040 1.02
G 0.130 3.30
v 0.045 1.14
u 0.190 483
z 0.210 5.33

4 Pins 2,4 connected to differential signals.
5 Pins 2,4 connected to separate signals.
6 Pins 1,3 connected to common signal trace. Pins 2,4 connected to common GND.
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Layout and Mounting Considerations

Differential Configuration

Option A Option B
External Pwr ‘ Pwr
Internal GND [ j Internal GND
External GND Rtn GND

IN + OuT +
@ @
IN - OouT -
IN + OUT +

Option A

If you'd like the PCB layout or CAD file or have any questions,
contact our applications engineers at https://www.johansontechnology.com/ask-a-question
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Measuring Diagram and Schematic

Differential Configuration

Option A
I Port 2 (500Q) Port 3 (500Q)
External + ! Line + Port1(500)|  Network | porig (500)
Vin+ i Analyzer
1
1
1
1
1
1
I o) o}
1
External - : . J__ J__
Line - = =
Vin- l
1 110 I/0
Option B
: Port 2 (500Q) Port 3 (500Q)
External Pwr Pwr Network
H Port 1 (500Q) etwor Port 4 (500Q)
I Analyzer
l i
1
I S
: — — ’7
: Internal 2 Internal o Vo
GND
External GND : GND Internal J__ J__
Return 1 GND = =
|
Bulkhead or Device Pins o J__ o
Single Ended Configuration
Option A Option B Option A
Mee
GND Port1|  Network ] por?
(500) Analyzer (50Q)
4 4

= ~ [

I IIII‘II —|

I/0 I/0
GND GN GN
Often used when filtering a Seldom used for inner-plane
bypassing surface power trace bypassing
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RF Plots Response

Differential Configuration (Common mode filter)

Common Mode (Scc21)
0.00+
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-30.00+
-40.00+
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-60.00+
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Single Ended Configuration

Single Ended (S21)

0.00+

-10.00+

-20.00+

-30.00+

-40.00+

-50.00+
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EFDR101WD1D11GV001E
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Please see our S21 plotter to see our expected filter response
https://s21plotter.johansondielectrics.com
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Tape and Reel Specification (Units in mm)

Tape Dimensions
Embossed Tape > <« N

175+01
T |+ D> |+
; \C“ﬁ%ﬁ}{}f}ﬁﬁ‘ﬁ}ﬁ}{?—rT
C A—>|
A A B (o D E F T Quantity/reel Tape material
8001 | 40401 [ 34501 | 47401 | 20+0.1 | 3.5+0.1 | 12.040.2 | 2.3 Max. 1,000 pcs. Plastic (Embossed)

Reel Dimensions

Top View Side View
14102 —>| |<—
A m
Label
D=13.5405
— Johanson Technology, Inc.
* Part#
178 +1 60 +1 Lot#
Quantity
L — Date
2305 —>H<—
\ 4 U
130030 |
Leader and Trailer Dimensions
Leader End
O O O - O 0 0\ \-- O O O O O oo ) =0 0 ¢
T E— 00( (@800 C (<00
<+ Trailer End —>| |<— Empty Compartment with Cover Tape (500mm min.) —>|

(160mm min.)
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Orderable Part Number Construction and Explanation

Part Number Description Configuration & Options
EF = Family Code EF = Multi-Function EMI Filters
CF = 0402 DF = 1210
_ . cp = 0603 DK = 1410
PR i Case Size cT = 0805 DR = 1812
DD = 1206
6R3 = 6.3V 500 = 50V
_ 100 = 10V 101 = 100V
101 i Voltage 160 = 16V 501 = 500
250 = 25V
G = NPO
w = Dielectric w = X7R
X = X5R

The first 2 digits represent the approximate frequency of the
maximum attenuation in differential configuration.

The second 2 digits represent the approximate frequency of the
maximum attenuation in single-ended configuration.

G1-G9 = 10,000 - 90,000 MHz
10-99 = 1,000 - 9,900 MHz
D1D1 = Frequency Code 01-09 = 100 - 900 MHz
D1-D9 =  10-99MHz
Example:
G2 = 20,000 MHz
23 = 2,300 MHz
01 = 100-199 MHz
D2 = 20-29MHz
1 = Marking 1 = No Mark
GV = NiSn (RoHs)
GV = Termination GF = Polyterm Sn (RoHs)
NT = Ni/SnPb
. 001 = Default Commercial
0o ] Special Code 002 = Automotive AEC Q200
T = 7" Reel Paper Tape (0402-0603)
_ . E = Embossed 7" (0805-1812)
£ i Packing U = Embossed13"
R = Punched 13"
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Important Links

EF Series EMI Filter Product Page

More Multifunction EMI Filters

S21 Plotter Tool

Spike Eliminator Tool

Antenna Tuning, Optimization, and Validation Services
Soldering Information

MSL Information

Packaging Information

Recommended Storage Condition and Max Shelf Life

RoHS Compliance

EFDR Series (1812) EMI Filter

Johanson Technology, Inc. reserves the right to make design changes without notice.
All sales are subject to Johanson Technology, Inc. terms and conditions.
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